OPERATING MODE : NC(NORMALLY CLOSE)
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DEGREE OF PROTECTION : IEC IPB7

RATING

SHEAR PIN
53980

NC NC _NC NC__  BrRoWN (RED)

OBLUE (WHITE )
+SUPPLY PONER AT MEASURING CONDITION

4-M2SET SCREW (CUP POINT)

M2SET SCREW (CONE POINT) CONTACT
5699D DATUM MARK
“ AIR INLET
- 7 OR LARGER 0z TT0.0175
2 7 7710.01/5
= TTT,T 4g-i_l
LD 7% sk PSIT
m —M _‘::}“@L" b
B od i ‘_J
S _i‘
/ = - — N A
P -
/ 3 \HUNGSTEN CARBIDE 45
CABLE /
0-RING 20 / 52 3 285
o ' DJUSTABLE
17 39 g ADVURAREE 42
SET : H4E-12-10S 59, § (WIDTH ACROSS FLAT)
SENSOR HAE-12-10H Ee——— =
CONTACT 5B93h | LEVEL CONVERSION UNIT IS |
COMPOSITION ( )ASSEMBLY | !
SRS R SRS  REQIRED SEPARETE ORDER |
ACCESSORY SHEAR PIN 53990 2 PCS ——————— e e — - —
HEXAGONAL SOCKET SCREW KEYS
(WIDTH ACROSS FLAT 0.9) 1PC NAME | TOOL SENSOR PROBE
DRAWING _ "
OPERATION: KEEP SENSE DIRECTION CHK|DRA| pa | Sk | HAE-12-105
T EXC STROKE 10. 12/03 [~
AND DO NO EED /}M el 5@ METROL

¥H4E¥ENGY4E1210E. FXD




	page1

